FAC 1592 Magnetic Silencing Range

FY25 SUC: $42,678.37 / EA
Source: Inflated from previous FY using ENR labor and material cost indices to measure actual inflation
Original Source:  NAVFAC/EXWC Data, 2023



FAC 1592 MAGNETIC SILENCING RANGE

Source: FY23 analysis based on data provided by NAVFAC and EXWC modeled to a typical
Magnetic Silencing Range with Data Concentrator Shed (DCS), in coordination with
R&K Solutions.

Model Data:

FAC 1592 - MAGNETIC
IR EE UM: EA ESL 30 Mx (in hrs) LABOR
Unit Cost to
. o | Replacement Total
Unitof | Maintain/Repair . TOTAL | LABOR | LABOR o
DESCRIPTION COMPONENT / ACTIVITY QUANTITY Frequency | Daily | Wkly | Mo |Qrtly | vrly Numberof |  Lifetime Cost
Measure /Replace HRS RATE COST
(Years) Occurances
(Burdened)
Surface Inspection of Sensor Array
Dive Survey / Inspection of Sensor Array
PREVENTIVE MAINTENANCE Component / Conectivity testing 65.00( 208.00 | 48.00| 32.00 | 16.00 669 $33.86 ($22,651.09 $22,651.09
AND INSPECTION SCHEDULE
Sensor Array |Refresh Gravel Base (10% per 5 years) Sy $51,789.24 s 6 $310,735.44
Sensor Array |Replace 3x 10' sensor tubes/ PVC piping 30 LF $151.74 2 15 $68,283.00
Sensor Array |Replace damaged section of 18" Concrete pipe/conduit 20 LF $2,820.00 5 6 $338,400.00
Sensor Array |Replace 2x Cable runs due to wear / damage LF $13,335.43 5 6 $80,012.55
Sensor Array_[Reset Sensor 1 EA $16,482.56 4 7 $115,377.92
DCS Refinish fire escape stair and platform 2 Flight $598.59 7 4 $4,788.72
DCS Refinish fire escape ladder 12 V.LF. $54.00 7 4 $2,592.00
DCS Replace steel decking 16 S.F. $170.72 30 1 $2,731.52
DCS Metal floor grating repairs - (2% of grating) 16 S.F. $626.56 10 3 $30,074.88
DCS Refinish steel louver, 1st floor 1 Ea. $107.11 5 6 $642.66
DCS Replace glass - 1st floor (1% of glass) - steel frame window fixed 4 S.F. $49.16 1 30 $5,899.20
DCS Repair 2'-0" x 3-0" steel frame window - 1st floor. 1 Ea. $156.97 20 1 $156.97
DCS Refinish 20" x 3-0" steel frame window - st floor. 1 Ea. $87.72 5 6 $526.32
DCS Refinish 3-0"x 7-0" steel, painted, door 1 Ea. 544.67 4 7 $312.69
DCS i and repair secondary transformer, dry 1 Ea. $183.56 10 3 $550.68
DCS and i ion secondary , dry 1 Ea. $85.94 0.5 60 $5,156.40
DCS Maintenance and inspection lighting panel, indoor 1 Ea. $42.97 3 10 $429.70
COMPONENT REPLACEMENT DCS Maintenance and repair breaker, molded case, 480V, 1 pole 6 Ea. $457.98 20 1 $2,747.88
DCS Maintenance and repair receptacles and plugs 2 Ea. $92.82 20 1 $185.64
(Cost Includes Labor and
DCS Replace receptacle/plug r and plugs 2 Ea. $148.88 20 1 $297.76
DCs i and repair wiring devices, switches 1 Ea. $46.41 10 3 $139.23
DCS Replace wiring devices, switches 1 Ea. $68.19 15 2 $136.38
DCS Replace fluorescent light fixture ballast, 80 W 2 Ea. $280.98 10 3 $1,685.88
DCS Replace lamps (2 lamps), 4', 34 W energy saver 2 Ea. $80.20 10 3 $481.20
DCS Replace metal halide ballast, 175 W 1 Ea. $189.44 10 3 $568.32
DCS Replace metal halide fixture lamp, 175 W 1 Ea. $74.03 5 6 $444.18
DCS Repair heat detector 1 Ea. $64.54 10 3 $193.62
DCS Check operation heat detector 1 Ea. $17.24 1 30 $517.20
DCS Minor repairs to panel 1 Ea. $170.42 5 6 $1,022.52
DCS and repair building structure ground 260 LF 51.94 7 4 $2,012.82
DCS i and repair of general wiring lightning protection system 260 LF 52.14 1 30 $16,685.76
DCS and repair lightning ground rod 2 Ea. $193.54 1 30 $11,612.40
DCS Maintenance and repair voice/data outlet 28 Ea. $1,826.24 10 3 $153,404.16
DCS Maintenance and inspection patch panel 2 Ea. $184.00 05 60 $22,080.00
DCS Replace patch panel 2 Ea. $1,831.94 15 2 $7,327.76
*DCS: Data Concentrator Shed
** Labor determined as hourly rate for a Wage Grade 10+ Fringe as defined by OMB Circular A-25 at 36.25%. enance Cost|
Annual Cost|

6.
| suc]  sa0362.15 |




